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Logic Diagram

FIGURE 1. LOGIC DIAGRAM

Typical Performance Characteristics

FIGURE 2. TYPICAL OUTPUT LOW (SINK) CURRENT
CHARACTERISTICS

FIGURE 3. MINIMUM OUTPUT LOW (SINK) CURRENT
CHARACTERISTICS
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NOTE:

SCHEMATIC SHOWN IS 1/2 OF TOTAL
PACKAGE. TWO SETS OF TERMINAL
NUMBERS ARE SHOWN. TERMINALS
1, 8, AND 15 ARE ELECTRICALLY
CONNECTED INTERNALLY.
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GATE-TO-SOURCE VOLTAGE (VGS) = 15V

0 5 10 15

15

10

5

20

25

30

DRAIN-TO-SOURCE VOLTAGE (VDS) (V)

O
U

TP
U

T 
LO

W
 (S

IN
K

) C
U

R
R

E
N

T 
(IO

L)
 (m

A
)

10V

5V

AMBIENT TEMPERATURE (TA) = +25oC

GATE-TO-SOURCE VOLTAGE (VGS) = 15V

0 5 10 15

7.5

5.0

2.5

10.0

12.5

15.0

DRAIN-TO-SOURCE VOLTAGE (VDS) (V)

O
U

TP
U

T 
LO

W
 (S

IN
K

) C
U

R
R

E
N

T 
(IO

L)
 (m

A
)


